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Abstract

This paper discusses the requirements, design, operation, and testing of the shutter mechanism for the
Infrared Array Camera (IRAC). The shutter moves a mirror panel into or out of the incoming light path
transitioning IRAC between data acquisition and calibration modes. The mechanism features a torsion
flexure suspension system, two low-power rotary actuators, a balanced shaft, and a variable reluctance
position sensor. Each of these items is discussed along with problems encountered during development
and the implemented solutions.

Introduction

IRAC, developed by Goddard Space Flight Center, under agreements with The Smithsonian Astronomical
Observatory and the Jet Propulsion Laboratory, is 1 of 3 scientific instruments on board the Space
Infrared Telescope Facility (SIRTF) to be launched in December of 2001. SIRTF is the fourth "large
observatory" performing imagery, photometry, and spectroscopy of astronomical bodies over the spectral
range of 3.6 to 160 _m. The IRAC instrument takes images in 4 bands centered on the following
wavelengths: 3.6, 4.5, 5.8, and 8.0 _m. The major objectives of IRAC are to produce the following
science data sets: 1

• Deep confusion-limited broadband (25%) surveys for high-redshift normal galaxies
• Large area shallow surveys for brown dwarfs
• Imaging surveys of star clusters to search for brown dwarfs
• Surveys of nearby stars for brown dwarfs and superplanets
• Photometric observations of selected ultraluminous galaxies and active galactic nuclei
• Imaging surveys to identify protoplanetary disks and young stellar objects

Due to its use of state-of-the-art large format infrared detectors, IRAC will be more sensitive and produce
more compelling, higher resolution images than previously possible with cryogenic imagers. 2

A top view of the IRAC instrument is shown in Figure 1. A pickoff mirror reflects light from the focal plane
of the spacecraft telescope off of two mirrored surfaces at slightly different angles. The result is a
transmission of two separate light paths into the top and bottom compartments of the IRAC structure.
Each compartment has a full set of refractive optics and two near infrared detectors positioned almost
symmetrically about the mid-plane of the structure.

Following the light from the pickoff mirror and into the instrument, it first travels through the aperture of the
shutter. The shutter is the focus of this paper and will be addressed extensively later. After the shutter,
the light travels through a doublet lens to a beam splitter. Here the beam is split into two separate
wavelengths. The longer wavelengths are transmitted and the shorter wavelengths reflected. After the
beam is split, each subsequent beam passes through a filter and a lyot stop and onto a detector array.
There are 4 of these arrays, one for each of the stated wavelengths, each 256 x 256 pixels and covering
a 5.12 x 5.12 arcmin field of view. Two detectors are Arsenic-doped Silicon (Si:As) IBC arrays and the
other two are Indium Antimonide (InSb) arrays.

Along with the optics and the detectors, there are two on board calibration systems: a transmission
calibrator and four flood calibrators. Each of the four flood calibrators is attached to a detector mounts
and projects light directly onto the arrays. The intent is to flood the array with a known infrared source
and confirm an expected level of response across the entire array. The transmission calibrator is
designed to send a known source through all of the optics and onto the detector arrays. The transmission
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system consists of a calibration sphere that produces a uniform source of known intensity. When the
shutter is in the closed position, the light from the transmission calibrator is relayed through the optical
train to the detector arrays. With the calibrator system off and the shutter closed, a dark level calibration
of the detectors can be obtained.

IRAC, along with the other instruments aboard SIRTF, is a cryogenic instrument thermally coupled to a
superfluid Helium dewar. Therefore, the base temperature of the instrument is expected to be 1.4 Kelvin.
The mission lifetime requirement is set at 2.5 years with a goal of 5. At that time, the cryogen will be
expended and the instrument chamber is expected to rise to 30 Kelvin. Two of the detectors, the InSb
arrays, are still expected to work in the post-cryogen state further extending the useful life of the
instrument. The shutter mechanism is expected to continue to work, as well.

The Shutter Mechanism

The requirements, design, operation, and testing of the IRAC shutter mechanism are described. The
shutter has been developed over a three-year period. During that time, two ETUs were built and tested.
One of these units remains in the IRAC Instrument Demonstration Module (IDM) which was built for
engineering testing and proof of concept. In addition, three flight units have been designed and built and
are currently in various stages of test. Two of the assembled flight units have been tested and
characterized at liquid helium temperatures and one of these units has been delivered to the IRAC flight
cold assembly. The test data taken includes actuator characterization, position sensor characterization,
repeatability of mirror position, optical metrology, and excess actuator torque.

Functional Description
The IRAC shutter (Figure 2), approximately 0.15 m (5.9 in) in length, is designed to move a 7.98E-02 m
by 3.71E-02 m (3.14 in x 1.46 in) mirror to two positions identified as open and closed. The motion is
rotational and sweeps a total arc of 38 degrees (Figure 3). When the shutter is opened, the mirror is
stowed out of the incoming light path. Therefore, the instrument is able to receive light from the focal
plane of the spacecraft telescope and take images of the outside sky. When the shutter is closed, the
outside light is to be attenuated by 1.0E06 providing a dark environment in the instrument for infrared
detector calibration. To achieve this, the mirror is translated directly into the light path completely filling
the aperture and interfacing with a baffle in the IRAC housing. The result is the light path being
completely blocked with very little leakage around the mirror. The inside portion of the mirror, itself,
provides a reflective surface off of which the transmission calibration source is reflected. The source then
passes directly through the optical path of the instrument and onto the infrared detectors.

Requirements 3,4
Spacecraft: • Stiffness must assure fundamental frequency > 50 Hz

Must survive launch loads generated by a Delta II H launch vehicle
Uncompensated momentum shall not exceed 200E-06 N-m-s
Shall operate at 1.4 Kelvin for mission lifetime and 28 Kelvin for extended mission

Mechanism: • Mass not to exceed 1.6 kg
• Shall translate mirror to two positions: Open and Closed, with 0.5 deg repeatability
• Time to close shall not exceed 10 seconds
• Shall be failsafe open
• Lifetime operations shall be 20,000 cycles
• No microphonic transmission beyond 0.5 second transient
• Maximum power dissipation shall not exceed 0.5 J/100 s (5 mW average)
• Attenuate incoming photon radiation by > 1E06
• Redundancy:

There shall be no electrical single point failures
Minimize mechanical single point failures



Electromechanical design and operation
A cross-section of the IRAC shutter is shown in Figure 4 and an exploded view is included as Figure 5.
To facilitate the description of the component parts of the shutter mechanism, they will not necessarily be
discussed in order of their assembly with the unit. The description will start with the suspension system of
the mechanism, move to the actuation system, continue on to the structure and stress limiting
components, and conclude with the sensory components.

SUSPENSION SYSTEM
The shaft assembly (Figure 6) provides the suspension system for the mirror panel. The shaft, itself, is
fabricated of Aluminum 6061-T651. The central hub, the most robust portion of the shaft, is designed to
hold the mirror and counterweight. The mirror panel is Aluminum and has two diamond-turned surfaces
coated with gold. An arm extends from this panel and mates to a flat surface machined into the shaft's
hub. Opposite the mirror, a 0.1058 kg Tantalum counterweight is attached to the shaft. This
counterweight minimizes the CG offset of the shaft which minimizes moments under 1G and vibration.

The shaft also supports the two rotors of the actuators and two A286 Steel bushings. A square hole in
the center of each rotor slides axially over the shaft and mates with a matching square profile. As a
result, each rotor is fixed in rotation such that relative motion between the parts is not possible. The
rotors are fixed axially by a nut on a threaded portion of the shaft at either end. This threaded portion
also supports steel bushings that provide bearing surfaces for rotation and act as the radial centering
device for the shaft. The bushings fit into holes in the end caps of the mechanism such that there is only
3.81E-05 m (0.0015 in) clearance radially. The mating surfaces in the end caps are plated with Teflon-
impregnated anodize to minimize friction.

Finally, the shaft is machined to allow a Beryllium Copper torsion flexure to run down the central axis.
This component provides the axial stiffness required to locate the shaft assembly and provides the
restoring torque to reopen the shutter when power is terminated. The flexure is chemically etched out of
6.60E-04 m (0.026 in) thick BeCu 25AT sheet and is heat-treated at 315.6 ° C (600 ° F) for 3 hours to
obtain the following strength and fatigue properties at 4 K: (_ujt/C_eld/_fatigue=220/190/110 ksi. It has two
active portions, 6.60E-04 m (0.026 in) square and 5.21E-02 m (2.05 in) long, and three flanges for
attachment to other components. The middle flange is attached to the central hub of the shaft. Two
Aluminum end pieces are bolted to the end flanges such that the two ends of the flexure can be fixed in
rotation to the end caps of the mechanism. As the shaft rotates with the ends fixed, restoring torque is
generated in both sides of the flexure to fight this motion. This restoring torque reopens the shutter when
the power is off.

ACTUATORS
The shutter contains two actuators built around each of the rotors on the shaft (Figure 7). These
actuators are electromagnetic variable reluctance rotary devices capable of providing 45 degrees of
angular motion, though the shutter only requires 38 degrees of rotation. They are cylindrical in design
and consist of a rotor, two stators, an electromagnetic coil, and a magnetic "closeout" cylinder. These
devices contain no permanent magnets. Hiperco 50A, heat treated to allow high magnetic flux density
with little hysteresis _, provides a closed path for magnetic fields generated by an electromagnetic coil. All
components of the actuator except the bobbin and the coil, itself, are machined of this material. The
active portions of the stators are radially contained within the bobbin. The coil is 99.99% pure 38 AWG,
HAPTZ insulated copper wire precision wound on a black anodized Aluminum 6061-T651 bobbin to
11,000+ turns. Passing current through the coil generates a magnetic field that is focussed by the stators
and flows through the rotor. The coil was sized by analysis to provide an NI value greater than 600 with
60 mA. To complete the magnetic circuit, a closeout cylinder covers the coil and connects the two
stators. The moving portion of the actuator, the rotor, is positioned between the two stators and is rigidly
affixed to a shaft that runs down the central axis of the device. This shaft maintains the radial position of
the rotors within the actuators and transfers rotary motion to the mirror.



Rotarymotionisproducedbythegeometryofthedevice.Thefootprintoftherotorisbestdescribedasa
bowtie. Thereareraisedportionofthestatorsthatmatchtheprofileoftherotorexactly,thoughthe
footprintofthebaseofthestatorsis circularto matewiththecloseout.Thestatorsfaceeachotherwhen
theactuatoris fullyassembled.Thereisjustenoughseparationofthestatorfacesto allowtherotorto
passbetweenthemwith3.30E-04m (0.013in)clearanceonbothsides.Therotationalpositionofthe
rotorintheopenstateissuchthatitsfootprintisoutofphasewiththoseofthefacingstatorsexceptfora
approximately30degreesof overlapat oneside. Inthisposition,therotorisatastateofhighreluctance
inthemagneticcircuit.Whencurrentisapplied,therotorwantstoachieveastateofminimum
reluctance.Thus,therotorisdrawnbetweenthestatorfaces.Thismotionproducesatorqueandrotates
theshaftandmirrortotheclosedposition.

Afinalcomponentto theactuatordesignisparamounttoachievingthe5mWrequirement.That
componentisamagneticlatchthatextendsverticallyfromeachofthestatorfaces.These"tabs"are
positionedandsizedsuchthattherotorcontactsthetaboneachofthetwostatorswhenit isfullyrotated
totheclosedposition.Withtherotoragainstthesetabs,themagneticfluxcantraveldirectlyfromstator
to statorthroughthecontactingrotorandontothemagneticcloseout.Therotoreffectivelycompletesthe
magneticcircuit,reducingallairgapsto nearlyzero,producingalargedropinmagneticreluctance.This
dropinreluctancemeansthattheshuttercanbeheldclosed,fightingtherestoringtorqueofthetorsion
flexure,withamuchlowermagneticfield. Sincethefieldiselectromagneticinorigin,thereductioninfield
meansa reductionincurrentandlesspowerdissipationinthecoil. Theresultisa shutterthatrequires
55mAto closeandlessthan1mAto holdclosed.

Offurtherbenefitto achievinglowpowerdissipationisthefactthismechanismoperatesat liquidHelium
temperatures.Theresultisa reductionofresistanceoftheelectromagneticcoilsfrom2700ohmsat
roomtemperatureto20ohmsat 4.2Kelvin,a factorof 135change.Thischangehasbeenverifiedduring
liquidHeliumtesting.Sincetheshutterclosesinapproximately0.5second,thecontrolelectronicssends
ahighcurrentpulse,thenquicklydropsthemagnitudetoa holdcurrentvalue.Byincludinga position
sensor(describedlater)toresolvethepositionoftheshuttermirror,theshutterelectronicsimmediately
knowwhentheshutterisclosedandtimespentatthehigherpull-incurrentisminimized.Timeaveraged
powerdissipationcanthenbecalculatedusingEquation1. Assumingatypicalshutterclosuredurationof
500secondsandincludingmarginonthecurrentlevels,theinputstotheequationareasfollows:

Pull-inCurrent
HoldCurrent
Pull-inCurrentDuration-
HoldCurrentDuration
Totalresistance-

Ipu,=60mA
Ihol,J= 3mA
tpu,=0.5s
tho_=499.5s
Fifot = 20 _.

eav e Ipull2 •Rto t •tpull + Ihold2 • Rto t • tholdtpull + thold

Equation 1 -Time Averaged Power

The result is a shutter mechanism that dissipates 252 I_W, a factor of 20 less than the requirement.

STRUCTURAL AND STRESS LIMITING COMPONENTS
The housing is a continuous piece of Aluminum 6061-T651. Pockets are machined into each end along
the main axis to house the actuators. A gap in the structure, between the two actuator pockets, allows
the rotation of the mirror attached at the central hub of the shaft. End caps on either end of the shutter
housing contain the actuators within the pockets and provide support structure for several components on
either end of the flexure. The actuators are preloaded against these end caps by a wave spring in the
bottom of each actuator pocket. This preload maintains the position of the actuator components during
launch and provides axial compliance necessary for CTE mismatched parts when going cold.

A hole in the center of the end cap provides a bearing surface for the steel bushings on the ends of the
shaft. The end cap is plated with a Teflon-impregnated anodize to provide some lubricity during
actuation. Precision concentricity is maintained in the position of these holes in the end caps, the
interface of the end caps to the housing pockets, and the relationship of the centers of each of the
pockets to ensure that the axis of rotation of the shaft is centered.



Thesquarecross-sectionedendpieceattachedtotheflexureintheshaftisdesignedtoprotrudethrough
theendcapwhereit engagesacomponentwithasquarehole,theSpringPreloadRing.Thiscomponent
isdesignedtobe rotateduntilthepropertorsionalpreloadis impartedtotheflexure.Thispreloadis
necessaryto returnthemirrortotheopenpositionwhenpowertotheactuatorsis terminated.Inaddition,
thispreloadhelpstoensurethatthemirrordoesnotflapuncontrollablyduringlaunch.Thepreloadrings
areset,clampedinplaceduringpreliminaryassembly,andpinnedtotheendcapduringfinalassembly.

Toanchortheflexureaxiallytotheendcaps,a steelnutis runontothreadsintheflexureendpieces.
Thethreadsextendthroughthesquareholeinthepreloadringallowingthenuttoeffectivelyanchorthe
flexuretotheendcap/preloadringstack.Thenutononesideisrunontothethreadscompletelytothe
preloadringwhilethenutontheothersideisrundownontoa stackofwavesprings.Inadditionto
affixingtheflexuretotheendcaps,thesenutsallowaxialadjustmentto ensurethattherotorsattachedto
theshaftareintheproperlocationforoptimalperformanceoftheactuators.Thespringsunderoneof
thenutsprovideaxialpreloadfortheflexureandmaintainadesiredpreloadasthestructuralcomponents
shrinkgoingcold.SincetheCTEoftheBerylliumCopperflexureis25%lessthanthatoftheAluminum
ofthestructurefromroomtemperatureto4 Ks, the preload and the rotor position would be lost without
the springs. This preload is necessary to maintain the rotor position during operation and launch.

A hard stop further limits the loads transferred to the flexure during launch. This component is Aluminum
7075 plated with Teflon-impregnated Anodize for lubricity. It provides a rotary stop for the mirror in the
open position. In addition, it has two uprights that straddle the mirror arm throughout its entire range of
travel. These uprights are positioned such that there is a 2.03E-04 m (0.008 in) gap between each
upright and the mirror arm. This gap is sufficient to allow freedom of movement for the shaft but to restrict
axial motion in the event that launch loads excite the suspended mass of the shaft components.
Restricting the axial motion is necessary to prevent stress in the flexure from violating material strength
limits and ensure that the rotors do not impact against the stators in the actuators.

Finally, a retaining device is mated to the end cap to capture the stack of rings at the flexure interface.
The gap between the top of the stainless steel nut and the underside of the retainer is less than 1.27E-04
m (0.005 in). This gap ensures that in the event of a breakage in one half of the flexure with the mirror in
the closed position, the axial motion of the shaft in the opposite direction will be less than the gap
between the mirror arm and the hard stop uprights. Therefore the restoring torque of the remaining half
of the flexure will be enough to open the shutter without friction on the hard stop.

SENSORY COMPONENTS
There are three sensory components on the shutter: 2 Cernox resistance thermometers and a variable
reluctance position sensor. The Cernox thermometers are calibrated to operate from room-temperature
(300 K) down to pumped liquid Helium temperature (1.4 K). One of these sensors is located on each of
the end caps. They will be used to monitor temperature on orbit and to verify power dissipation during
component level testing.

A variable reluctance rotary position sensor was developed to monitor the position of the mirror. The
sensor is an electromagnet in the shape of a "C." There are two electromagnetic coils wired in series,
one on either side of the opening. Each coil has greater than 300 turns of 99.99% pure 38 AWG, HAPTZ
insulated copper wire. The bobbins for the coils are part of the magnetic circuit and are made of Hiperco
50A heat-treated to optimize performance. To resolve position, a magnetically conductive ramp is passed
through the gap in the sensor. As this ramp passes between the poles, the change in thickness of the
material changes the air gap of the circuit. This change in gap changes the reluctance of the circuit. The
reluctance change is measured by passing an AC signal through the coils and measuring the change in
inductance of the circuit. The ramp is curved, bonded to the counterweight, and sized to be at a minimum
thickness when the shutter is open and at a maximum thickness when it is closed. The raw response of
the sensor is approximately 1.5 V across the full range. This response is then scaled to 1.25 to 3.75 V



fromopentoclosedposition,respectively.Sincetherampiscontinuous,itcanprovidecontinuous
positiondataforall intermediatepositionsoftheshuttermirror,aswell.

Undernormaloperation,thepositionsensorwillprovidefeedbacktotheelectronicstominimizethe
powerdissipationintheactuatorcoils.Thesensorpositionwillbecontinuouslycheckedafterthe
actuatorissentthe60mApull-incurrentlevel.Oncethesensorreadsa thresholdindicatingtheshutter
isclosed,theelectronicswillautonomouslydropthecurrenttotheholdlevelof 3mA.Thedelayfromthe
timethesensorreachesthethresholdto thedropincurrentis 1.0E-03sec.Whentheshutterisgiventhe
signalto open,thesensorverifiestheopenpositionandreturnsthissignalinadatapacketpriorto
completelypoweringdowntheshuttermechanism.

UNIQUEOPERATION
There are additional unique characteristics of this mechanism. As stated above, the shutter is designed
to fail open if there is a flexure breakage. However, the shutter is also designed never to close again if
this failure should occur. The internal forces of the actuators (discussed in the Problems section) are
large and the rotor is in an inherently unstable position. Therefore, without a continuous flexure under
tension, the rotor is pulled away from the failure side and large frictional loads are generated either
between the rotor and the stator in the actuator, or between the mirror arm and the hard stop upright.
This fiction is enough to prevent the actuator from closing.

Finally, the choice in flexure suspension system combined with the bearing surfaces as designed cause
the internal forces to approach zero when the shutter is powered off and the mirror is returning to the
open position. The flexure allows us to avoid conventional ball-bearing designs which are difficult for
cryogenic usage and always have some level of internal friction. In addition, the fatigue properties of
BeCu increase dramatically at liquid Helium temperatures. We have performed a life test on an ETU and
have driven the mechanism to greater than 450,000 cycles, 22.5 times the rated life.

The bushings on the shaft are designed to have 3.81E-05 m (0.0015 in) radial clearance with the hole in
the end caps. Careful alignment and tolerancing is performed to center the bushing within this hole as
precisely as possible and limit the contact between the two parts. However, due to operation under 1 G
and physical limitations in the precision of the machining, these parts do touch. As the shutter is
actuated, the internal loads of the actuators pull the shaft off axis and these bearing surfaces rub. Under
this loaded condition, there are frictional losses at these interfaces due to the off axis normal load in the
bearing interface. However, with power off, this load goes to zero as does the friction force. Therefore,
the frictional force fighting the opening of the mirror is minimized. This effect will be realized to an even
greater extent in the zero-G environment of space.

FUNCTIONAL TESTING
The shutter has been successfully tested cold many times. These tests included cold functional, position
sensor repeatability, life operation for the ETU, infant mortality for the flight, and electronics board check-
out. The performance during each of these tests was repeatable and consistent. In addition, life tests
were completed with no apparent degradation in performance.

One additional test was in a dewar with a window to take optical metrology on the shutter mirror. Using a
theodolite, we were able to measure the mirror angle relative to a starting position. This was our first
opportunity to characterize the position sensor cold. The window prevented us from being able to
achieve temperatures colder than 28 K, but the operation of the shutter at temperatures below 10 K had
been previously verified. In addition, the shutter is actuated with a current drive system that compensates
for any variance in actuator coil resistance.

The performance of both the actuator and the sensor proved to be repeatable. Mirror angles were
measured at several different current inputs. At each of these current levels, the voltage output from the
sensor electronics was measured, as well. The results are included here as Figures 8 and 9. The
response of the position sensor is second order with regard to the mirror angle (Figure 8). Figure 9



indicatesthattheactuatorneedsapproximately42mAbeforeovercomingthetorsionalpreloadofthe
flexure.Above42mA,themirrorwillrotateaccordingtotheplotuntilthecurrentreaches53mA.Atthis
time,theattractiveforceoftheactuatortabsoverwhelmstherestoringforceoftheflexureandcausesthe
mirrortoquicklyrotatetotheclosedposition.Thespeedofthismotionmakesanglemeasurement
difficultinthisregime.

Severalcurrentinputlevelswererepeatedtoverifytherepeatabilityofthemirrorpositionwithcurrent.
Theopenandclosedpositionsofthemirrorwererepeatabletolessthan30arcsec.However,wefound
thatif currentissteppeduptoa particularlevel,theangleachievedbythemirrorisslightlytessthanifthe
currentlevelis inputasastepfunctionfromzero.Thedifferenceinanglerangesfrom0.05to2.2
degreesdependingonlocationwithintherangeofmotion.Therewerenotenoughdatapointstakento
achieveastatisticalsampling.However,itseemsapparentthattheinternaloff-axisforcesinthe
actuatorsarebeingtransferredtothebushingsontheshaftintheformofstaticfrictioninthese
intermediatepositions.Sincethecoefficientofkineticfrictionisalwayslowerthanthecoefficientof static
friction,theforcefightingtherotationofthebushingswillbelowerforamovingbushingthanforastatic
bushingunderthesameload. Inaddition,therotationalmomentumoftheshaftacceleratingto agreater
angularvelocityundera stepimpulseratherthana slowincreasemayovercomemoreofthisfrictionand
completeagreateranglepriorto stopping.Dataiscurrentlybeingreviewedtoquantifyfrictionalforces.

Testinghasalsoquantifiedexcesstorqueasafunctionofcurrentandmirrorangle(Figures10and11).
Thetestwasperformedatroomtemperatureandmeasuredtheminimumexcesstorquein themotorto
be1.415E-02N.m(2.004in.oz)witha 60mAinput.Finally,thefailurebehavioroftheshutterwastested
onthesecondflightspare.Theabilityfortheshuttertoopenitselfif a flexurebreakageoccurredwas
verified;however,thisabilityishighlydependenton thegapbetweentheflexurenutandtheretaineron
theendcap. If thegapis toolarge,themirrorarmwillbearonthehardstopuprightandthesubsequent
frictionbetweenthetwopartswillpreventtheshutterfromopening.If thereis nocontactbetweenthese
parts,halfoftheflexureisstilladequatetoopentheshuttermirror.Withnoaxialforceontheflexure(i.e.
abrokenflexure),theshutterisdesignednotto close.Thisbehaviorwasalsoconfirmedbythistest.
Finally,theshutterhassurvivedaqualificationlevelvibrationtestandapost-vibelifetestispending.

PROBLEMS AND SOLUTIONS

During the development of this mechanism, several problems were encountered that required solutions.
This section identifies the major problems and the rationale behind the solutions.

Suspension System
During the initial concept of this mechanism, we wrestled with how we could achieve 38 degrees of
rotation most efficiently and repeatably at cryogenic temperatures. We wanted to avoid ball bearings
because of the difficulties involved with sizing the bearings warm to achieve the proper fit cold and with
lubrication at liquid Helium temperatures. In addition, our motion was not going to be continuous and we
were concerned about degradation of performance over time due to displacement of bearing lubricant. A
flexure seemed logical, but what should it look like?

We initially thought of flex pivots but found that the most rotation we could get out of one was on the order
of 15 degrees. This would mean that we would have to gang 3 of these pivots together to achieve our 38
degrees. Our concern with doing this was losing our center of rotation during operation and maintaining
structural rigidity to survive launch loads.

We then thought of using a shaft pointed on each end that engaged a jewelled cup. We thought this
configuration would be a relatively low-friction interface that would maintain its center and still allow full
rotation. A clock spring would provide our restoring force. This concept seemed sound but we became
concerned about the wear of the jewelled cup after launch and throughout the life of the mission. In
addition, the cups would have to be axially preloaded to maintain contact as the mechanism went cold.



This preload would also have to be sufficient to maintain the position of the cup during launch. The
design quickly became more complicated than we anticipated and was abandoned.

We finally returned to the flexure idea and decided to investigate a torsion flexure design. The concept is
elegant in that the restoring torque and the axial position of the mirror can be obtained in one component.
In addition, there is some heritage for this torsion flexure design in the Scanning Mirror for Infrared
Sensors _ developed by Lockheed Missiles and Space Company. Packaging the torsion flexure required
a hollow shaft and sizing the flexure for stress/strain and restoring torque was simply a matter of a
parametric trade study. The axial preload of the torsion flexure was established based on predictions for
launch loads and axial forces expected within the actuator. Launch loads were predicted using
conventional finite element analysis. Internal actuator forces were determined using a boundary element
magnetic analysis program called Amperes. The axial load was finalized by investigating combined
torsional and axial stress in the BeCu flexure and confirming that sufficient margin could be obtained.

Internal Actuator Forces
Axial preload in the flexure is needed for several reasons, not the least of which is to maintain rotor
position under internal forces within the actuator. The initial design had a nominal gap of 4.52E-04 (0.007
in) between the rotor and each of the stators. The rotor is in an unstable position between the stators and
is pulled in the direction of the portion of the magnetic circuit that is closest. Therefore, there are both
axial and radial forces on the shaft within the actuator. These forces grow by 1.751E05 N/m (1000 Ib/in)
of misalignment. We knew that the position of the rotors between the stators would have to be precise
but we did not fully appreciate the problem until we first tested the prototype.

Initially, radial and axial motions of the shaft under these forces were accommodated by a bushing
inserted into the clearance hole in the base of the actuator cavities in the shutter housing. The inside of
the bushing was a toroid to limit friction radially. Axially, it had a bearing surface that the shaft hub could
contact if the axial forces during operation or launch became too great. This bushing was Aluminum
6061-T651 and plated with Teflon-impregnated anodize to limit friction. The problems we discovered with
this design were two fold.

First, there was very little "wheel base" as these bushings were both near the hub of the shaft. We could
not limit the off-axis forces enough to prevent the shaft from tilting and the rotors from clamping against
the stators. The second problem was that, to limit the axial motion, the axial clearance between the
bushing bearing surface and the shaft hub had to be so small that assembly became difficult. In fact,
under the initial testing we discovered that the axial forces were great enough to cause the shaft hub to
clamp against the bushing seizing the rotation.

We first tried to correct the problem by increasing the axial tension in the flexure. Ultimately, we were
able to make the actuator work, but not before we encountered another problem. The initial design of the
shutter housing did not have the structural member between the two actuator cavities. Therefore, as we
continued to increase tension in the flexure, the housing actually deformed and the gaps between the
bushings and the shaft hub closed. We needed to increase tension on the flexure to maintain position of
the rotors and in the process, we were deforming the housing and causing alignment problems. To
correct this problem, we added a structural member that later became part of the housing design. We
were then able to increase the flexure tension enough that the actuator worked.

To reduce the radial motion, we changed our bearing concept from a radial bushing capturing the shaft
near the center of mass to extending the shaft and adding a precision bushing that would ride on the
inner diameter of the end caps. Ultimately, this added "wheel base" and attention to concentricity
sufficiently limited the tilt of the shaft. While examining the axial forces and motion of the shaft, we
determined that the tolerances used to determine the actuator gap were insufficient. Therefore, we
precisely measured each of the components that impacted the axial position of the stators and rotors. A
rigorous CTE analysis of the shutter design to simulate the changes to the components at 2 K was



developed8. Thespreadsheetshavebeenusedforeachoftheshutterunitsdevelopedtodateandcan
quicklybemodifiedforspecificpartdimensions.

As a result, we were able to precisely locate the rotors between the stators. With this knowledge, we
were able to move away from the philosophy of limiting the axial motion due to misalignment forces and
toward the philosophy of limiting the axial forces by precisely locating the rotors. In addition, we modified
the actuator design to double the gaps to 3.81E-04 m (0.015 in) between the rotors and the stators. This
increased gap also reduces the sensitivity of the mechanism to the forces generated by the magnetic
circuit.

Consequently, we were able to lower the tension on the flexure to 111.2 N (25 Ib) at room temperature.
Since we improved the bearing design, began precisely measuring components, and reevaluated the cold
motion, we have been 100% successful with our assemblies and cold tests.

Launch and Operational Loads
The initial design of the flexure was a parametric trade study of torsion, stress, and geometry. We also
decided to limit the rotational loads the shutter would experience with an unbalanced cantilevered mirror
in a vibration environment. Therefore, we counterbalanced the mirror with a mass of Tantalum. The
result was a shaft that weighed 2.22N (0.5 Ib). However, the design was completed before our launch
load environment was fully defined. A coupled load analysis identified that the shaft could experience
loads of 100 Gs. This was not anticipated and we became concerned about the vibration load the flexure
would experience due to the increased mass of the balanced shaft. The FEA on the shutter confirmed
that the flexure would yield under these loads.

We looked into increasing the size of the flexure, but due to schedule restrictions we decided not to
change the flexure design. Next, we looked at removing the counterweight to reduce the axial loads on
the flexure. However, without the counterweight, the mirror would rotate wildly in the vibration
environment. Although the axial loads would be less, the combined loading of the rotational stress with
the axial was still enough to yield the flexure. The value of the counterweight was worth the added mass.
We had to limit the loads another way.

We implemented a launch-toad stop to capture the mirror arm throughout its full range of motion. It had
to capture the mirror arm near its base due to high loads. The design resembles a goal post in football
and was added as a component of the hard stop. We chose Aluminum 7075 as the material due to the
high loads. Finally, the part was plated with Teflon-impregnated anodize to minimize wear and friction.
The gaps between the uprights and the mirror arm were precision controlled to be 2.03E-04 m (0.008 in).
This gap would sufficiently limit the axial motion of the shaft while not allowing the rotors to impact the
stators in the actuators. The component has worked fine to date and has survived cold vibration testing
and supports the fails safe open requirement.

Position Sensor
The development of the position sensor proved more difficult than expected. The initial design was a
simple "C" shaped magnetic circuit with one large coil between the two poles (Figure 12). As stated in the
description, the ramp was simply to pass through the gap between the two poles that were slightly
tapered to focus the flux and fit within the shutter design. The change in the reluctance of the circuit as
the ramp passed between the poles would be measured electronically. Theoretically, the design was
sound. However, when we tested the prototype, we only got a response of 30 mV full range. In fact, it
was difficult to measure any response at all over the noise in the electronic circuit.

Upon conducting a rigorous analysis using the Amperes modeling software, it became clear that there
were large losses and fringe effects within the magnetic circuit due to the geometry. The fringe effects in
the circuit act as magnetic shorts and reduce the effectiveness of the sensor. Since we only had one coil
with a magnetic pole attached at either end, we generated relatively large surface areas of opposite
potential facing each other. As a result, the magnetic flux simply jumped the gap between the poles all



alongthemratherthanonlyjumpingthegapbetweenthepolefaces.Sincetherewaslessfluxfocused
totheactiveareaofthesensor,theresponsewentdownappreciably.

Theredesignofthesensor(Figure12)wassubtlebutproducedmuchbetterresponse.Effectively,the
onlychangewastosplitthecoilfromonelargecoilbetweenthepolesto 2smallercoilsmovedupto the
facesofthepoles.Thecoilswerethenwiredinseriestoensurethata Northanda Southsurfacefaced
eachotheracrossthegap.Theresultwasa vastimprovementin response.Thefinaldesignof the
circuit reads the change in reluctance and is converted to a voltage response scaled from 1.25 to 3.75 V
from open to closed position, respectively.

CONCLUSIONS

The IRAC shutter mechanism provides precise, repeatable, limited angular motion ideal for infrared
sensing cryogenic instruments. The unique design of the actuator enables the shutter to dissipate very
low power during operation. The torsion wire suspension system is elegant in its simplicity and enables
the shutter to be designed to fail open and remain open through subsequent attempts to close. As
designed, the shutter will survive and operate throughout all stages of the IRAC mission and remain
operable in the post-cryogen environment of the spacecraft. Finally, the inclusion of a continuous
variable reluctance sensor enables the shutter control to be optimized and ensures the knowledge of the
mirror during a trouble shooting operation. The shutter meets or exceeds all functional and science
requirements and is the result of the dedication of a talented development team.
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